
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

Coyote Basin 6-13 

2. TYPE OF WORK

DRILL NEW WELL     REENTER P&A WELL     DEEPEN WELL  
3. FIELD OR WILDCAT

COYOTE BASIN  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
COYOTE BASIN (GRRV)  

6. NAME OF OPERATOR
ADVANTAGE RESOURCES INC 

7. OPERATOR PHONE
303 831-1912 

8. ADDRESS OF OPERATOR
1775 Sherman St 1700, Denver, CO, 80203 

9. OPERATOR E-MAIL
bwa@advantage-resources.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

UTU-018073 

11. MINERAL OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  
12. SURFACE OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES  (Submit Commingling Application)    NO  

19. SLANT
  

VERTICAL   DIRECTIONAL   HORIZONTAL  

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2166 FNL   2001 FWL SENW 13 8.0 S 24.0 E S 

Top of Uppermost Producing Zone 2166 FNL   2001 FWL SENW 13 8.0 S 24.0 E S 

At Total Depth 2166 FNL   2001 FWL SENW 13 8.0 S 24.0 E S 

21. COUNTY
UINTAH  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
475 

23. NUMBER OF ACRES IN DRILLING UNIT
80 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

1056 

26. PROPOSED DEPTH
MD: 4469     TVD: 4469 

27. ELEVATION - GROUND LEVEL

5350 

28. BOND NUMBER

UTB 000424 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

49-2351 

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 Surf  12.25  8.625  0 - 500  24.0   J-55 ST&C  8.4  Class G  210  2.13  12.5

 Prod  7.875  5.5  0 - 4469  15.5   J-55 LT&C  9.4  Halliburton Light , Type Unknown  340  1.94  12.5

        Class B  230  1.25  14.3

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY

DRILLED)

TOPOGRAPHICAL MAP

NAME David Platt TITLE Permit Agent PHONE 303 573-4436 

SIGNATURE DATE 10/19/2011 EMAIL david@windmillenergy.net 

API NUMBER ASSIGNED

    43047521140000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43047521140000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME andCNUMe BRsin
6-13

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELLI REENTER P&A WELL DEEPEN WELL I COYOTE BASIN

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO COYOTE BASIN (GRRV)

6. NAME OF OPERATOR 7. OPERATOR PHONE
ADVANTAGE RESOURCES INC 303 831-1912

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1775 Sherman St 1700, Denver, CO, 80203 bwa@advantage-resources.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL, INDIAN, OR ST

8 73 FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATE I FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2166 FNL 2001 FWL SENW 13 8.0 S 24.0 E S

Top of Uppermost Producing Zone 2166 FNL 2001 FWL SENW 13 8.0 S 24.0 E S

At Total Depth 2166 FNL 2001 FWL SENW 13 8.0 S 24.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 475 80

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH(Applied For Drilling or Completed) MD: 4469 TVD: 44691056

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5350 UTB 000424 49-2351

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

12.25 8.625 0 - 500 24.0 J-55 ST&C 8.4 Class G 210 2.13 12.5

7.875 5.5 0 - 4469 15.5 J-55 LT&C 9.4 Halliburton Light , Type Unknown 340 1.94 12.5

Class B 230 1.25 14.3

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP

DRILLED)

NAME David Platt TITLE Permit Agent PHONE 303 573-4436

SIGNATURE DATE 10/19/2011 EMAIL david@windmillenergy.net

API NUMBER ASSIGNED APPROVAL

43047521140000

Permit Manager

RECEIVED: October 31,



API Well Number: 43047521140000

Advantage Resources, Inc.
("ARI")

Coyote Basin #6-13
SENW Sec. 13 T8S-R24E

Uintah County, UT

Drilling Program

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan of
Operations, and any applicable Notice to Lessees.

ARI is fully responsible for the actions of its subcontractors. A complete copy of the approved
"Application for Permit to Drill" and the Standard Operating Procedures will be furnished to the
field representative(s) to ensure compliance and will be on location duringall construction and
drilling operations.

BLM Notification Requirements:

Location Construction: 48 hours prior to construction of location and access
roads.

Location Completion: Prior to moving the drilling rig to the location.

Spud notice: At least 24 hours prior to spudding the well.

Casing String & Cementing: 24 hours prior to running casing and cementing each
casing string.

BOP & Related Equipment Tests: At least 24 hours prior to initiating pressure tests.

First Production Notice: Within 5 days after production from a new well begins
or production resumes after an existing well has been off
production for more than 90 days.

In the case of newly drilled dry holes or failures, and in emergency situations, oral approval will
be obtained from the BLM, but such approval does not waive the written report requirement.
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API Well Number: 43047521140000

L Estimated Tops of Geological Markers:

Formation Depth

Uintah Surface
Green River 1162'
Top Douglas Creek 3650'
Top Ostracod Limestone 4047'
CBU Oil Sand 4192'
Wasatch 4269'
Total Depth 4469'

2. Estimated Depths of Anticipated Water, Oil, Gas, or Other Minerals:

Substance Formation Depth

Oil/Gas Green River 1162'
Oil/Gas Douglas Creek 3650'
Oil/Gas Ostracod Limestone 404T
Oil/Gas CBU Oil Sand 4192'
Oil/Gas Wasatch 4269'

All usable water, having less than 10,000 ppm total dissolved solids, and any
prospectively valuable minerals encountered during drilling will be recorded by depth
and adequately protected. All oil and gas shows will be tested to determine their
commercial potentiaL This infornation will be reported to the BLM.

All water shows and water bearing zones will be reported to the geologic/engineering
staff of the BLM prior to running the next string of casing or before plugging orders are
requested. Filing of the State of Utah form 7 Report of Water Encountered is optionaL

All water shows will be reported within one (1) business day after being encountered.

Detected water flows will be sampled, analyzed, and reported to the geologic/engineering
staff of the BLM. Additional water samples for further analysis will be provided upon
request.

The following information will be provided for water shows and samples where
applicable:

Location Date Sampled
Sampled Interval Temperature
Hardness pH
Flow Rate
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API Well Number: 43047521140000

State of Utah Water Classification

Dissolved Iron (Fe) (ug/1) Dissolved Calcium (Ca) (mg/1)
Dissolved Magnesium (Mg) (mg/1) Dissolved Sodium (Na) (mg/l)
Dissolved Bicarbonate (NaHCO3) (mg/1) Dissolved Carbonate (CO3) (mg/l)
Dissolved Sulfate (SO4) (mg/1) Dissolved Chloride (Cl) (mg/1)
Dissolved Total Solids (TDS) (mg/1)

3. Pressure Control Equipment: (Schematic Attached)

ARTs minimum specifications for pressure control equipment are as follows:

The BOP and related equipment will meet the minimum requirements of Onshore
Oil and Gas Order No. 2 for equipment and testing requirements, procedures,
etc., for a 3,000 psi systeni. Chart recorders will be used for all pressure tests.

Test charts, with individual test results identified, will be maintained on location
while drilling and shall be made available to a BLM representative upon request.

All required BOP tests and/or drills will be recorded in the IADC report.

The anticipated bottom hole pressure will be approximately 2,000 psi.

4. Proposed Casing and Cementing Program:

The proposed Casing Program will be as follows:

Purpose Depth Hole Size Casing & Conn Weight
Size fMt).

Surface 500'+/- 12-1/4" 8-5/8" J-55 ST&C 24.0

Production 4469' 7-7/8" 5-1/2" J-55 LT&C 15.5

The proposed casing and cementing program will be conducted as approved to protect
and/or isolate all usable water zones, potentially productive zones, lost circulation zones,
abnormally pressured zones, and any prospectively valuable deposits of minerals. Any
isolating medium other than cement will receive approval prior to use. The casing setting
depth will be calculated to position the casing seat opposite a competent formation, which
will contain the maximum pressure to which it will be exposed during drilling operations.
Determination of casing setting depth will be based on all relevant factors, including:
presence/absence of hydrocarbons, fracture gradients, usable water zones, formation
pressures, lost circulation zones, other minerals, or other unusual characteristics.

All casing, except conductor casing, will be new.

The surface casing will be cemented back to the surface either during the primary cement
job or by remedial cementing.
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API Well Number: 43047521140000

All waiting on cement times will be adequate to achieve a minimum of five hundred
(500) psi compressive strength at the casing shoe prior to drilling out.

At a minimum, usable water zones below the surface casing will be isolated and/or
protected by having a cement top for the production casing at least 200 feet above the
base of the usable water. If Gilsonite is encountered while drilling, it will be isolated
and/or protected via the cementing program.

Surface casing will have centralizers on the bottom three joints,with a minimum of one
(1) centralizer per joint.

Production casing will have one centralizer 10'-15' above the guide shoe, one centrahzer
directly below the floatcollar, and one centralizer on every other jointup to 100' above
any potential pay zone.

Top plugs will be used to reduce contamination of cement by the displacement fluid. A
bottom plug or other acceptable technique, such as a pre-flush fluid, will be utilized to
help isolate the cement from contamination by the mud being displaced ahead of the
cement slurry.

All casing strings below the conductor will be pressure tested to 0.22 psi per foot of
casing stäng length or to 1,500 psi, whichever is greater, but not to exceed 70% of the
minimum internal yield. If pressure declines more than 10% in 30 minutes, corrective
action will be taken.

The cementing program will be as follows:

Surface Cement Fill Tvpe and Amounts

O'-500' 500' Slurry: 210+/- sks SwiftCem with 2.0%
Calcium Chloride. Wt: 12.5 lbs/gaL Yield: 2.13
ft'/sk. Mix Water Ratio: 12.2 gal/sk. Calculated
at 500' of fill with 100% excess.

If cement is not circulated to surface or does not
remain at surface, a "top out" job will be
performed with Class "G" Cement containing
2.0% CaCl2 and 0.25 lbs/sack Flocele. Wt: 15.8
lbs/gaL Yield: 1.17 ft'/sk. Mix Water Ratio: 5.0
gals/sk,

Production Type and Amounts

0'- 3,069' +/-3,250' Lead Sinrry: 340+/- sks Halliburton Econocem
Cement with additives. Wt: 12.5 lbs/gal. Yield:
1.94 fP/sk.Mix Water Ratio: 10.53 gals/sk.
Calculated at 3,000' of fill (3,000' of fill in open
hole)

3,069'- 4,469 +/-1,400' Tail Slurry: 230+/- sks Haliburton Econcem
with additives. Wt: 14.3 lbs/gaL Yield: 1.25
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API Well Number: 43047521140000

ft'/sk. Mix Water Ratio: 5.41 gals/sk.
Calculated fill plus 20% excess.

Top of production casing cement will be
calculated to surface pipe based on open hole
caliper log volumes at 20% excess in the open
hole sections.

Anticipated cement tops will be reported as to depth, not the expected number of sacks of
cement to be used. The BLM will be notified, with sufficient lead time, in order to have
a BLM representative on location while running all casing strings and cementing.

After cementing the surface casing and prior to commencing any test, ARI will wait long
enough for the cement to have at least a compressive strength of 500 psi at the shoe.
WOC time will be recorded in the Driller's log.

The spud date will be shown on the firstreport that is submitted.

A Sundry Notice, Form 3160-5 will be filed with the BLM within 30 days after the work
is completed. It will contain the following information:

The setting of each string showing the size, grade, weight of casing set, setting
depth, amounts and types of cement used, whether the cement was circulated to
surface or the top of cement behind casing, the depth of cementing tools used,
casing testing methods and results, and the date the work was done.

The following auxiliary well equipment will be used:

A 2" choke manifold and pit level indicator.

An upper Kelly Cock will be kept in the drilling strmg at all times.

A float will be used in the bit at all times.

A stabbing valve will be available on the rig floor and will fit all rotary
connections.

5. Drilling Fluids Program:

Interval Weight Viscosity Fluid Loss Description

O'-500' 8.3 - 8.4 27 - 35 N/A Water & Native Mud
500-T.D. 8.6 - 9.4 35 - 40 10 - 12 cc Water/LSND

There will be sufficient mud inventory on location during drilling operations to control
any adverse conditions which may arise.

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste will not be used in drilling, testing, or
completion operations.
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API Well Number: 43047521140000

No chromate additives will be used in the mud system without prior BLM approval to
ensure adequate protection of fresh water aquifers.

No chemicals subject to reporting under SARA Title IH in any amount to or greater than
10,000 pounds will be used, produced, stored, transported, or disposed of in the annulus
in association with the drilling, testing, or completing of any wells in the Naval Oil Shale
Reserve #2 area.. Furthermore, no hazardous substances, as defined in 40 CFR 355, in
threshold planning quantities, will be used, produced, stored, transported, or disposed of
in association with the drilling, testing, or completing of any wells in the Naval Oil Shale
Reserve #2 area.

6. Evaluation Program:

Daily drilling and completion progress reports will be submitted to the BLM on a weekly
basis.

Logging Program:

Compensated Density/Neutron Log; Dual Induction log. These two open hole
logs will be run from Total Depth to the base of the surface casing. A Micro log,
Sonic log, FMI log, or MRI log may be run on occasion.

A cement bond log (CBL) will be run from plug back total depth within the
casing to the top of cement and it will be utilized to determine the bond quality
for the production casing. A final copy of the CBL will be submitted to the
BLM.

Deviation Surveys:

Surveys will be run at least every five-hundred (500) feet. Surveys will also be
taken on every trip.

Mud Logger:

A manned/un-manned mud-logging unit will be on location from 200' above the
first anticipated pay zone to Total Depth.

Sampling:

Dry samples will be taken every thirty (30) feet from the depths that are mud-
logged. All samples with any type of shows will be saved for one (1) year.

Drill Stem Tests;

None Anticipated.

Cores:

None Anticipated.
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API Well Number: 43047521140000

Completion:

The "Well Completionand Re-Completion Report and Log" (Form 3160-4) will
be submitted no later than 30 days after completion of the well or after
completion of operations being performed, in accordance with 43 CFR 3164,
whether the well is completed as a dry hole or a producer. One copy of all logs,
core descriptions, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations will be filed with Form 3 l 60-4.

Samples (cuttings, fluids, and/or gases) will be submitted when requested by the BLM.

7. Abnormal Conditions:

No abnormal conditions are anticipated in the Upper Mesa Verde/Wasatch zones.

8. Anticipated Starting Dates and Notification of Operations:

Drilling Activity:

Construction is expected to begin October 1, 2011 with drilling activity to begin
before November 1, 201L

When possible, the surface hole will be drilled and surface casing set and
cemented with a rathole rig. The drilling rig will move in after surface casing has
been set and will drill the hole to Total Depth. Approximately ten (10) working
days will be required to drill the hole including the surface hole operations.

Longstring cement will set for a minimum of 72 hours, Well completion
operations should take approximately seven (7) working days.

Notification of Operations:

The BLM will be notified at least 24 hours prior to the commencement of
spudding the well (to be followed with a Sundry Notice, Form 3160-5), of
initiating pressure tests of the blowout preventer and related equipment, and
running casing and cementing of all casing strings. Notification will be made
during regular work hours (7:45 a.m. - 4:30 p.m., Monday - Friday except
holidays).

No location will be constructed or moved, no well will be plugged, and no
drilling or workover equipment will be removed from the well to be placed in
suspended status without prior approval from the BLM. If operations are to be
suspended, prior approval of the BLM will be obtained and notification given
before resumption of operations.

A completion rig win be used for completion operations.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of
NTL-3A or its revision.
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API Well Number: 43047521140000

ARI will report production data to the BLM and the State of Utah Oil, Gas and
Mining Division. Production reporting will start with the month in which
operations commence and continue each month until the well is physically
plugged and abandoned.

The date on which production is commenced or resumed will be construed for oil
wells as the date on which liquid hydrocarbons are first sold or shipped from a
temporary storage facility, such as a test tank, and for which a run ticket is
required to be genemted, or the date on which liquid hydrocarbons are first
produced into a permanent storage facility, whichever occurs first; and for gas
wells, as the date on which associated liquid hydrocarbons are first sold or
shipped from a temporary storage facility, such as a test tank, and for which a run
ticket is required to be generated, or the date on which gas is measured through
permanent metering facilities, whichever occurs first.

Should the well be successfully completed for production, the BLM will be
notified when the well is placed in a producing status. Such notification will be
sent by written communication no later than 5 days following the date when the
well is placed on production.

Produced water may be temporarily disposed of into unlined pits for a period of
up to 90 days. During this period, an application for approval of the permanent
disposal method must be submitted to the BLM.

Pursuant to NTL-4A, ARI is authorized to vent/flare gas during the initial well
evaluation tests, not to exceed 30 days or the production of 50 MMCF of gas,
whichever occurs first. An application must be filed with the BLM and approval
received for any venting/flaring of gas beyond the initial 30 days or authorized
test period.

A schematic facilities diagram will be submitted to the BLM within 60 days of
installation or first production, whichever occurs first. All site security
regulations will be adhered to. All product lines entering and leaving
bydrocarbon storage tanks will be effectively sealed.

Well abandonment operations will not be commenced without the prior approval
of the BLM. In the case of newly drilled dry holes or failures, and in emergency
situations, oral approval will be obtained from the BLM. A "Subsequent Report
of Abandonment will be filed with the BLM within 30 days following
completion of the well for abandonment. The report will indicate placement of
the plugs and current status of the surface restoration. Final abandonment will
not be approved until the surface reclamation work required by the APD or
approved abandonment notice has been completed to the satisfaction of the BLM.

ARI will ensure that its exploration, development, production, and construction
operations are conducted in a manner which conforms with applicable Federal
laws and regulations and with State and local laws, to the extent to which they
are applicable on Indian lands.
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API Well Number: 43047521140000

9. Other Information:

All loading lines will be placed inside the berm surrounding the tank battery for new
locations, and as existing locations are maintained.

All off-lease storage, off-lease measurement, or co-mingling on-lease or off-lease will
have prior written approval from the BLM,

The gas meter will be calibrated and any production tank will be strapped in place prior
to any deliveries of gas or oil. Tests for meter accuracy will be conducted followingthe
initial installation or following any repair and at least quarterly thereafter. The BLM will
be provided with a date and time for the initial meter calibration and all future meter
proving schedules. A copy of the meter calibration reports will be submitted to the BLM.
All measurement facilities will conform to API and AGA standards, Onshore Oil & Gas
Order No. 4, and Onshore Oil & Gas Order No. 5 for natural gas and liquid hydrocarbon
measurements.

Deviations from the proposed drilling and/or workover program will be approved by the
BLM. Safe drilling and operating practices will be observed. All wells, whether drilling,
producing, suspended, or abandoned, will be identified in accordance with 43 CFR 3162.

Form 3160-5 "Sundry Notice and Report in Wells" will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.

In accordance with Section 102 (b)(3) of the Federal Oil and Gas Royalty Management
Act of 1982,.as implemented by the applicable provisions of Title 43 CFR 3162.4-1(c),
"not later than the 5* business day after any well begins production on which royalty is
due anywhere on the lease site or allocated to a lease site, resumes production in the case
of a well which has been off production for more than 90 days, the operator shall notify
the BLM by letter or sundry notice, Form 3160-5, or orally to be followed by a letter or .

sundry notice, of the date on which such production has begun or
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ELEVATPON IS MARKED AS BE1NG 5350 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS ES A G.P.S. OBSERVATION.

COYO/E f6-1J
Bev. Ungraded Ground = 544.2' o

N

916 Brass C¤P. 1916 Brass Cap,
1.0 High 1. 7' High,

Scattered Stones
-

SCALE

CERTIFICATEgM
THIS IS TO CERTIFY THAT THE AB R ËD FROM
FIELD NOTES OF ACTUAL SURVE Y ME MY
SUPERVISIONAND THAT THE S T TO THE
BEST OF MY KNOWLEDGEAND

S RED URVE
R ISTRAON NO 1613191916 Brass Cop, 1976 Bross CoÞ· ST UTAH2 O' High, Steel 1916 Erass Cap, 1.0' High, PilePos/ I.O' High of Stones

NB95978"W - 263711' (Meas) N8959'58"W - 2640.47' (Meas.)
"

UINTAH ENGINEERING & LAND URVEYING
85 SOUTH 200 EAST - VERNAL, UTAH 84078

(435) 789-1017
LEGEND:

SCALE DATE SURVEYED: DATE DRAWN:
1" = 1000 04-12-11 04--19-11=

90° SYMBOL _NAQ83 (SURFACE LOCATION) -ÃÑTY
REFERENCESLATlTUDE = 40'07'25.82" (40.123839)

= PROPOSED WELL HEAD LONGITUDE= 109'09'53.73" (109.164925) G,S C.B. J.J- G,L.O. PLATNAD 27 (SURFACE LOCATION WEATHER FILEA = SECTION CORNERS LOCATED. LAllfUDE =
40¯O7'25.94" (40.123872)

LONGITUDE= 109'09'51.30" (109.1642501 WARM ADVANTAGERESOURCES,
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LEGEND: ADVANTAGE RESOURCES, INC.

PROPOSED LOCATION N COYOTE #6-13
SECTION 13, TSS, R24E, S.L.B.&M.

2166' FNL 2001' FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I c 04 25 11
85 South 200 East Vernal, Utah 84078 M A P ONTH DAY YEAR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1:100,000 DRAWNBY:C.A.G.
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PROPOSED LOCATION:
COYOTE #6-13 Coy <it

14 3 18

EXISTING POWER LINE

EXISTING 4" PIPELINE

24

R R
24 25
WW

LEGEND: ADVANTAGE RESOURCES, INC.
EXISTING ROAD N COYOTE #6-13

----------- PROPOSED ACCESS ROAD
- · - · - - - - - · - EXISTINGPOWERLINE SECTION 13, TSS, R24E, S.L.B.&M.
----------- EXISTING 4" PIPELINE

D 18 CMP REQUIRED 2166' FNL 2001' FWL

- Uintah Engineering & Land Surveying TOPOGR A PHlc 04 25 11
85 South 200 East Vernal., Utah 84078 I A Ÿ ONTH DAY YEAR I

(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 2000' DRAWNBY:C.A.G.REVISION:00-00-00



API Well Number: 43047521140000

Advantage Resources, Inc.
1775 Sheman St., #1700

Denver CO 80203

Octobr 14, 2010

Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Salt Lake City, UT 84116

Bureau of Land Management
Vernal Field Office
170 South 500 East
Vernal, UT 84078

Coyote Basin Federal Unit
UTU-72085A
T8S-R24E and T8S-R25E
Uintah County, UT

To Whom it May Concern:

This letter is to inform you that David J. Platt of Windmill Energy Services, LLC,
is authorized to act as Agent and to sign documents on behalf of Advantage Resources,
Inc. when necessary for filing county, state and federal permits for wells in the above
mentioned federal unit. Windmill Energy Services address is 216 16thStreet, Suite 1200,
Denver, CO 80202.

It should be understood that Windmill Energy Services, LLC is acting as Agent
only in those matters stated above and is not responsible for drilling, completion, or
compliance with regulations.

Advantage Resources, Inc. agrees to accept full responsibility for operations
conducted in order to drill, complete and produce wells in the Coyote Basin Federal Unit.

Sincerely,

Brian W. A
VP Exploration



API Well Number: 43047521140000

SURFACE USE PLAN

Advantage Resources, Inc.

Coyote Basin #6-13
SENW Sec. 13 T8S-R24E

Uintah County, UT

1. Existing Roads

a. Proceed in an easterly, then southerly direction from Vernal, Utah along U.S.
Highway 40 approximately 3.9 miles to thejunction of this road and State
Highway 45 to the south. Exit right and proceed in a southerly, then
southeasterly direction approximately 31.5 miles to the junction of this road
and an existing road to the northeast; turn left and proceed in a northeasterly
direction approximately 3.9 miles to the beginning of the proposed access to
the northwest; follow road flags in a northwesterly direction approximately
1,513' to the proposed location. Total distance from Vernal, Utah to the
proposed well location is approximately 39.6 miles.

b. The proposed well sites are located approximately 8 miles north of Bonanza,
Utah and within ½ mile of the State Highway 45 - See attached Topographic
Map.

c. Project roads would require routine year-round maintenance to provide year-
round access. Maintenance would include inspections, reduction of ruts and
holes, maintenance to keep water off the road, replacement of surfacing
materials, and clearing of sediment blocking ditches and culverts. Should
snow removal become necessary, roads would be cleared with a motor grader
and snow would be stored along the down gradient side to prohibit runoff onto
the road. Aggregate would be used as necessary to maintain a solid running
surface and minimize dust generation.

d. Vehicle operators would obey posted speed restrictions and observe safe
speeds commensurate with road and weather conditions. Travel would be
limited to the existing access roads and proposed access road,

e. The use of roads under State Road Department maintenance is necessary to
access the project area with no improvements proposed. An encroachment
will be required at the departure from the State Highway. The access road
will also cross over an existing gas pipeline and under an existing power line.
The facility owners will be notified in advance of the construction to mitigate
the impact to their facilities.

- 1
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f. All existing roads would be maintained and kept in good repair during all
phases of operation.

2. Planned Access Roads

a. Approximately 1,513' feet of new access road is planned from the existing
State Highway 45 to the Coyote Basin 6-13 as shown on the enclosed Project
Map and Topo Map "C" included with the survey plat and access drawings.

b. The road would be constructed to a 30-foot ROW width with a 14-foot travel
surface.

c. The standard methodology for building new roads involves the use of a
crawler tractor or track hoe to windrow the vegetation to one side of the road
corridor, remove topsoil to the opposing side of the corridor, and rough-in the
roadway. This is followed by a grader or bulldozer to establish barrow ditches
and crown the road surface. Where culverts are required, a track hoe or
backhoe would trench the road and install the culverts. Some hand labor
would be required when installing and armoring cu1verts. Road base or gravel
in some instances would be necessary and would be hauled in and a grader
used to smooth the running surface.

d. The proposed road would be constructed to facilitate drainage, control erosion
and minimize visual impacts by following natural contours where practical.
No unnecessary side-casting of material would occur on steep slopes.

e. A maximum grade of 10% will be maintained throughout the project.

f. Excess rock from construction of the pad may be used for surfacing of the
access road if necessary. Any additional aggregate necessary would be
obtained frorn private or State of Utah lands in conformance with applicable
regulations. Aggregate would be of sufficient size, type, and amount to allow
all weather access and alleviate dust,

g. Where topsoil removal is necessary, it would be windrowed (i.e.
stockpiled/accumulated along the edge of the ROW and in a low row/pile
parallel with the ROW) and re-spread over the disturbed area after
construction and backfilling are completed. Vegetation removed from the
disturbed area would also be re-spread to provide protection, nutrient
recycling, and a seed source for reclamation.

h. Turnouts are not proposed because the access road is short and adequate site
distance exists in all directions.
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i. No culverts or low-water crossings are anticipated. Adequate drainage
structures, where necessary, would be incorporated into the remainder of the
road to prevent soil erosion and accommodate all-weather traffic.

j. No gates or cattle guards are anticipated at this time.

k. Surfàce disturbance and vehicular travel would be limited to the approved
location access road. Adequate signs would be posted, as necessary, to warn
the public of project related traffic.

L All access roads and surface disturbing activities would conform to the
appropriate standard, no higher than necessary, to accommodate their intended
function adequately as outlined in the Bureau of Land Management and Forest
Service publication: Surface Operating Standards for Oil and Gas Exploration
and Development, Fourth Edition - Revised 2007.

m. The operator would be responsible for all maintenance needs of the new
access road.

3. Location of existing wells within a one mile radius of proposed well location

See Topographic Map "C" included with the proposed well survey plat for the
location of existing wells within a one-mile radius.

4. Location of Existing and /or Proposed Facilities

a. To comply with visual resource management, the production facilities will be
painted a non-gloss color to blend into the surrounding background color of
the landscape. All permanent above-ground facilities that remain longer than
six months will be painted Covert Green to match environmental standards,
the exception being OSHA rules are to be complied with where special safety
colors are required.

b. The placement of the facilities will be considered to allow for more natural
contouring for production reclamation.

c. Production facilities are suitably placed to allow more efficient reduction in
noise. To help prevent disturbance to wildlife, livestock and private surface
owners, suitable mufflers are installed to reduce sound levels. Operator
complies with all federal laws pertaining to noise control.

d. A tank battery will be constructed at the location surrounded by a dike of
sufficient capacity to contain the storage capacity of the largest tank.

e. Any necessary pits will be properly fenced to prevent any wildlife or livestock
entry.
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f All access roads will be maintained as necessary to prevent erosion and
accommodate year round traffic. The road will be maintained in a safe and
usable condition.

g. A pipeline corridor has been considered for the location. If needed, the
pipeline corridor will follow the proposed access routes to minimize surface
disturbance.

5. Location and Type of Water Supply

a. The water supply for construction, drilling and operations will be from the
city of Vernal.

b. Less than 5 acre-feet of water is anticipated per well for dust suppression,
drilling and completion of the project.

c. Water will be transported by truck off-loaded into frac tanks.

d. No water well will be drilled for this well.

f. Drilling water for this will be hauled on the road(s) shown on the map.

g. Should additional water sources be pursued they will be properly permitted
through the State of Utah - Division of Water Rights and a federal sundry
notice submitted amending this document.

6. Source of Construction Materials

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be removed from BLM lands.

c. If any gravel is required, it would be obtained from a local supplier having a
permitted source of materials within the general area.

7. Method of Handling Waste Materials

a. All waste associated with this application will be contained and disposed of
utilizing approved facilities.

b. Drill cuttings will be contained and buried on site.

c. The reserve pit will be located inboard of the location.

- 4



API Well Number: 43047521140000

d. The reserved pit will be constructed so as not to leak, break or allow any
discharge.

e. The reserve pit will be lined with 16 mil minimum thickness plastic nylon
reinforced liner material. The liner will overlay a felt liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be
covered with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc,
that could puncture the liner will be disposed ofin the pit. Pit walls will be
sloped no greater than 2:1. A minimum 2-foot freeboard will be maintained in
the pit at all timesduring the drilling and completion operation.

f. The reserve pit has been located in cut material. Three sides of the reserve pit
will be fenced before drilling starts. The fourth side will be fenced as soon as
drilling is completed, and shall remain until the pit is dry. After the reserve
pit has dried, all areas not needed for production will be rehabilitated.

g. No chemicals subject to reporting under SARA Title III (hazardous materials)
in an amount greater than 10,000 pounds will be used, produced, stored,
transported,or disposed of annually in association with the drilling, testing, or
completion of the well. Furthermore, no extremely hazardous substances, as
defined in 40 CFR 355, in thresholdplanning quantities, will be used,
produced, stored, transported, or disposed of in association with the drilling,
testing, or completion of the well.

h. Trash will be contained in a trash cage and hauled away to an approved
disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically
to a permitted disposal site.

i. Any salts and/or chemicals, which are an integralpart of the drilling system,
will be disposed of in the same manner as the drilling fluid.

j. Sewage will be contained in approved collectors and disposed of at an off-site
approved facility.

k. Immediately after the drilling operations are complete and the rig is gone, all
debris and other waste materials will be cleaned up and taken off the location.

8. Ancillary Facilities

a. Garbage Containers and Portable Toilets are the only ancillary facilities
proposed in this application,

b. No camps, airstrips or staging areas are proposed with this application.
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9. Well Site Layout

a. The well will be properly identified in accordancewith 43 CRD 3162.6.

b. The attached Location Layout diagram for the proposed well location is
included the survey plat and access drawings illustrating access routes, drill
pad cross-sections, cuts and fills, reserve pit, spoil dirt stockpile(s) and top
soil stockpile(s).

c. The well pad and road designs are consistent with industry specifications,

d. All surface disturbing activities, will be supervised by a qualified, responsible
company representative who is aware of the terms and conditions of the APD
and specifications in the approved plans.

e. All cut and fill slopes will be such that stability can be maintained for the life
of the activity. The road design incorporates measures to minimize side-
casting along the fill slopes to further minimize visual resource concerns.

f. Diversion ditches around the well site will only be constructed if necessary to
prevent surface waters from entering the well site areas.

g. The site surface will be graded to drain away from the pit to avoid spillage
during large storm events.

h. The stockpiled topsoil (first 6 inches or maximum available) will be stored in
a discontinuous window on the uphill side of the location to prevent any
possible contamination. All topsoil will be stockpiled for reclamation in such
a way as to prevent soil loss, sterilization and contamination.

i. Pits will remain fenced until site cleanup.

j. The blooie line will be located at least 100 feet from the well head.

k. Water injection may be implemented if necessary to minimize the amount of
fugitive dust.

10. Plans for Restoration of the Surface

a. A site specific reclamation plan has been prepared and is provided as an
attachment to this surface use plan for each proposed location. The
reclamation plan was prepared consistent with Onshore Order No.1 Section J,
the Green River District Reclamation Guidelines and the Surface Reclamation
Plan Checklist.
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b. Upon well completion, any hydrocarbons in the pit shall be removed in
accordance with 43CRD 3162.7-L Once the reserve pit is dry, the plastic
nylon reinforced liner shall be torn and perforated before backfilling of the
reserve pit. The reserve pit and that portion of the location not needed for
production facilities/operations will be re-contoured to the approximate
natural contours.

c. Following BLM published Best Management Practices the interim
reclamation will be completed within one year of completion of the well to
reestablish vegetation, reduce dust and erosion and compliment the visual
resources of the area.

d. All equipment and debris will be removed from the area proposed for interim
reclamation and the pit are will be backfilled and re-contoured. The area
outside of the rig anchors and other disturbed areas not needed for the
operation of the well will be re-contoured to blend with the surrounding area
and reseeded at 12.5 lbs/acre with the native grass seeds set forth in the site
specific reclamation plan.

e. Reclaimed areas receiving incidental disturbance during the life of the
producing will be re-contoured and reseeded as soon as practicaL

f. The Operator will control noxious weeds along access road use authorizations,
pipeline route authorizations, well sites, or other applicable facilities by
spraying or mechanical removal. A list of noxious week may be obtained
from the BLM or the appropriate County Extension Office. An Integrated
Pest Management Plan has been included specific to the proposed
development.

g. Prior to final abandonment of the site, all disturbed areas, including the access
road, will be scarified and left with a rough surface. The site will then be
seeded and/or planted as prescribed by the BLM. The BLM recommended
seed mix will be detailed within their approval documents.

h. A final abandonment notice will be submitted to BLM when the reclamation
activities (as presented in this document) are completed and new vegetation is
established. Should there be any deviation from these planned reclamation
activities, the surface owner will be notified and a Sundry Notice will be
submitted to BLM for approval of the new closure and reclamation activities.

11. Surface and Mineral Ownership

Bureau of Land Management
Vernal Field Office
170 South 500 East Vernal, UT 84078
Phone: (435) 781-4400.
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12. Other Information

a. Company Representative

Brian Ackman
Advantage Resources, Inc.
1775 Sherman Street, #1700
Denver, CO 80203-4319
303-831-1912

b. Permit Representative

David Platt
Windmill Energy Services
216 16* St. Suite 1200
Denver, CO 80202
303-573-4436

c Montgomery Archeological Consultants has conducted a Class IH
archeological survey of the project area. A copy of the report has been
submitted under separate cover to the appropriate agencies by Montgomery as
MOAC Report No. 11-029 dated July 11, 2011.

d. A Paleontological Reconnaissance Survey was conducted by Intermountain
Paleo-Consulting and the Survey Report has been submitted under separate
cover to the appropriate agencies as IPC #11-107.

e. The BLM has conducted a biological review and participated in preliminary
project planning. Due to the extensive area of prairie dog towns it is not
economically feasible to completely avoid and effectively develop the lease.
Surface planning has been conducted to minimize disturbance impacts to
prairie dog colonies. Operator will adhere to timing limitations and conditions
of approval provided in the permit.

f. A complete copy of the approved (APD) including conditions of approval
shall be on the well site during construction and drilling operations. A copy
shall also be furnished to the dirt contractor.

g. A Notice of Intent to Abandon and a Subsequent Report of Abandonment will
be submitted for abandonment approval if well is a dry hole.
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13. Operator's Representative and Certification

Name: Brian Ackman

Address: 1775 Shernan St.
Suite 1700
Denver, Colorado 80203

Phone No. 303-831-1912

Cellular No. 303-832-6048

All lease and/or unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations and Onshore Oil and Gas
Orders. Advantage Resources, Inc. is fully responsible for the actions of its
subcontractors. A copy of these conditions will be furnished to the field
representative to ensure compliance.

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drill site and access route; that I am familiar with the conditions that
presently exist; that the statements made in this plan are, to the best of my knowledge
and belief, true and correct; and that the work associated with operations proposed
herein will be performed by Advantage Resources, Inc. and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which
it was approved.

I ate Brian W. Ack"mË
Advantage Resources, Inc.
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 United States Department of the Interior 
 
 BUREAU OF LAND MANAGEMENT 
 Utah State Office 
 P.O. Box 45155 
 Salt Lake City, Utah 84145-0155 
 
IN REPLY REFER TO: 
3160 
(UT-922) 
       October 21, 2011 
 
Memorandum 
 
To:     Assistant District Manager Minerals, Vernal District 
 
From:    Michael Coulthard, Petroleum Engineer 
 
Subject: 2011 Plan of Development Coyote Basin (Green 

River), Uintah County, Utah. 
 
Pursuant to email between Diana Whitney, Division of Oil, Gas and 
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land 
Management, the following wells are planned for calendar year 
2011 within the Coyote Basin (Green River) Unit, Uintah County, 
Utah. 
 
API #                                 WELL NAME                                                          LOCATION 
 
(Proposed PZ Green River) 
 
43-047-52111 Coyote Basin 7-7   Sec 07 T08S R25E 2051 FNL 2222 FEL 
43-047-52112 Coyote Basin 11-7  Sec 07 T08S R25E 2312 FSL 2125 FWL 
43-047-52113 Coyote Basin 2-13  Sec 13 T08S R24E 0793 FNL 1869 FEL 
43-047-52114 Coyote Basin 6-13  Sec 13 T08S R24E 2166 FNL 2001 FWL 
43-047-52115 Coyote Basin 14-13 Sec 13 T08S R24E 2170 FSL 1905 FWL 
 
 
Please be advised that this unit agreement only unitizes the 
following as defined in Section 4 of the Coyote Basin (Green 
River) Unit Agreement. 
 
The "Unitized Formation" shall mean the Green River formation as 
identified by the Induction Electrical log run in the Roseland 
Federal #21-7 well located in the NE/4NW/4 of Section 7, Township 
8 South, Range 25 East, Uintah County, Utah, with the top of the 
Unitized Formation being found at a measured depth of 4,316 feet 
a vertical depth of 4,316 feet below the Kelly Bushing (+1247 
feet subsea) and the base of the Unitized Formation being found 
at a measured depth of 4,470 feet a vertical depth of 4,470 feet 
below the Kelly Bushing (+1093 feet subsea) or to the 
stratigraphic equivalent thereof. 
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN FŒPLY FŒFER TO:
3160
(UT-922)

October 21, 2011

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2011 Plan of Development Coyote Basin (Green
River), Uintah County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2011 within the Coyote Basin (Green River) Unit, Uintah County,
Utah.

API# WELLNAME LOCATION

(Proposed PZ Green River)

43-047-52111 Coyote Basin 7-7 Sec 07 TOSS R25E 2051 FNL 2222 FEL
43-047-52112 Coyote Basin 11-7 Sec 07 TOSS R25E 2312 FSL 2125 FWL
43-047-52113 Coyote Basin 2-13 Sec 13 TOSS R24E 0793 FNL 1869 FEL
43-047-52114 Coyote Basin 6-13 Sec 13 TOSS R24E 2166 FNL 2001 FWL
43-047-52115 Coyote Basin 14-13 Sec 13 TOSS R24E 2170 FSL 1905 FWL

Please be advised that this unit agreement only unitizes the
following as defined in Section 4 of the Coyote Basin (Green
River) Unit Agreement.

The "Unitized Formation" shall mean the Green River formation as
identified by the Induction Electrical log run in the Roseland
Federal #21-7 well located in the NE/4NW/4 of Section 7, Township
8 South, Range 25 East, Uintah County, Utah, with the top of the
Unitized Formation being found at a measured depth of 4,316 feet
a vertical depth of 4,316 feet below the Kelly Bushing (+1247
feet subsea) and the base of the Unitized Formation being found
at a measured depth of 4,470 feet a vertical depth of 4,470 feet
below the Kelly Bushing (+1093 feet subsea) or to the
stratigraphic equivalent thereof.

RECEIVED: October 21,



 
 
 
 
Downhole or surface commingling of production from other horizons 
is not authorized. 
 
 
 
 
       
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
bcc: File – Coyote Basin Unit 
 Division of Oil Gas and Mining 
 Central Files 
 Agr. Sec. Chron 
 Fluid Chron 
 
MCoulthard:mc:10-21-11  

Michael L. Coulthard
Digitally signed by Michael L. Coulthard 
DN: cn=Michael L. Coulthard, o=Bureau of Land Management, 
ou=Branch of Minerals, email=Michael_Coulthard@blm.gov, c=US 
Date: 2011.10.21 10:40:09 -06'00'

API Well Number: 43047521140000

Downhole or surface commingling of production from other horizons
is not authorized.

Digitally signed by Michael L Coulthard

M |- I I i |- Å DN: cn=Michael L. Coulthard, o=Bureau of Land Management,ICD ae i L. LO U It na fu ou=Branch of Minerals, email=Michael_Coulthard@blm.gov, c=US
Date:2011.10.21 10:40:09-06'00'

bcc: File - Coyote Basin Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron

MCoulthard:mc:10-21-11

RECEIVED: October 21,
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Map Produced by Diana Mason
Map Prepared: 

Well Name: Coyote Basin 6-13
API Number: 4304752114

Township T0.8 . Section 13Range R2.4 .
Meridian: SLBM
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Fields
STATUS
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ABANDONED
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STORAGE
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Wells Query
Status

APD - Aproved Permit

H DRL - Spuded (Drilling Commenced)

4 GIW - Gas Injection

!* GS - Gas Storage

N LA - Location Abandoned

! LOC - New Location

7 OPS - Operation Suspended

ª PA - Plugged Abandoned

* PGW - Producing Gas Well

' POW - Producing Oil Well

O RET - Returned APD

¸ SGW - Shut-in Gas Well

· SOW - Shut-in Oil Well

6 TA  - Temp. Abandoned

" TW  - Test Well

¸ WDW - Water Disposal

¸ WIW - Water Injection Well

=* WSW - Water Supply Well

TOOELE

SAN JUAN

MILLARD

KANE

JUAB

IRON

EMERY

UINTAH

BOX ELDER

GARFIELD

GRAND

UTAH

WAYNEBEAVER

SEVIER

SUMMIT

CARBON

DUCHESNE

RICH

WASHINGTON

SANPETE

CACHE

PIUTE

WASATCH

DAVIS

WEBER

SALT LAKE
DAGGETT

MORGAN

Location Map

Operator: ADVANTAGE RESOURCES INC                           

API Well Number: 43047521140000

E RED WASH FED 1-12 Coyote Basin 7-7 API Number: 4304752114
4304720207 C 3YOTE FEDERAL 22-7 4304752111

4: 34732256 Well Name: Coyote Basin 6-13
Township TO.8 . Range R2.4 . Section 13

Coyote Ba in 11-7 Meridian: SLBM
43047521

COYOTE BASIN 43-12- :-24 COYOTE FEDERAL 1Ÿ7 Operator: ADVANTAGE RESOURCES INC
COYOTE -12 4304730943 4304732255
4304720 1

12 07 Map Prepared:
11 Map Produced by Diana Mason

COYOTE BASIN FED 34-12
units weilscuery

BELCO FD 1-12 4304731109 svAyus status
43047300 8 crivs ‡ Aso Aprove Perm

RED WASH UNIT COYOTE BASIN (3R) UNIT

E RED WASH FED 1-13 oAs

4304720222 Coyote Basin 2-13
4304752113 seco easy "*

TERrliNATED
Pow Producingaliweii

Fields RET ReurnedAPD

STAlus SG* shutincasweii

unknown saw s noliweli

COYOTE BASIN FIELD
Coyote Basin 6-13 car si so wow sposa

4304752114 isAcvive wiw enonweii

COYOTE BASIN FE@ 12-13 37° GE

4304731266 TER N^TED

18
Coyote Ba in Federal 14-13 EAST RED WASH FED 2-13

FEDERAL 13-13 43047521 430472025
FEDERAL PFI 1-14

4304732196
4304731351 FEDERAL 11-13

BOXELDER
CHE ICli Location Map

430473134
bMO 5 1

S LTLA
SUMMIT DA T

COYOTE BASIN FED 14-18 TOOELE
WAs CH lUCHESN

MLUWD

UTAHEl

ECARBON

UGINTAIS

SEVIER

BEAVER WAYNE

IRON GARFIELD
SAN JUAN

23 24 19
SHINGTO KANE

WWT7ML-24-8-24
4304736040

1.400 Feet

1:14,560

RECEIVED: October 27,



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/19/2011 API NO. ASSIGNED: 43047521140000

WELL NAME: Coyote Basin 6-13   

OPERATOR: ADVANTAGE RESOURCES INC (N3580) PHONE NUMBER: 303 573-4436

CONTACT: David Platt   

PROPOSED LOCATION: SENW 13 080S 240E Permit Tech Review:

SURFACE: 2166 FNL 2001 FWL Engineering Review:

BOTTOM: 2166 FNL 2001 FWL Geology Review:

COUNTY: UINTAH 

LATITUDE: 40.12381 LONGITUDE: -109.16490

UTM SURF EASTINGS: 656365.00 NORTHINGS: 4443113.00

FIELD NAME: COYOTE BASIN   

LEASE TYPE: 1 - Federal   

LEASE NUMBER: UTU-018073             PROPOSED PRODUCING FORMATION(S): WASATCH 

SURFACE OWNER: 1 - Federal COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - UTB 000424      Unit:  COYOTE BASIN (GRRV) 

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: 49-2351           Board Cause No:  R649-3-2

RDCC Review:           Effective Date:  

Fee Surface Agreement           Siting:  

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         4 - Federal Approval - dmason
                             23 - Spacing - dmason

API Well Number: 43047521140000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 10/19/2011 API NO. ASSIGNED: 43047521140000

WELL NAME: Coyote Basin 6-13

OPERATOR: ADVANTAGE RESOURCES INC (N3580) PHONE NUMBER: 303 573-4436

CONTACT: David Platt

PROPOSED LOCATION: SENW 13 0805 240E Permit Tech Review:

SURFACE: 2166 FNL 2001 FWL Engineering Review:

BOTTOM: 2166 FNL 2001 FWL Geology Review:

COUNTY: UINTAH

LATITUDE: 40.12381 LONGITUDE: -109.16490

UTM SURF EASTINGS: 656365.00 NORTHINGS: 4443113.00

FIELD NAME: COYOTE BASIN

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-018073 PROPOSED PRODUCING FORMATION(S): WASATCH

SURFACE OWNER: 1 - Federal COALBED METHANE: NO

I

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - UTB 000424 Unit: COYOTE BASIN (GRRV)

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: 49-2351 Board Cause No: R649-3-2

RDCC Review: Effective Date:

Fee Surface Agreement Siting:

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed

Stipulations: 4 - Federal Approval - dmason
23 - Spacing - dmason

RECEIVED: October 31,



Permit To Drill

******************
Well Name:  Coyote Basin 6-13

API Well Number:  43047521140000

Lease Number:  UTU-018073

Surface Owner:   FEDERAL 

Approval Date:  10/31/2011

Issued to:
ADVANTAGE RESOURCES INC, 1775 Sherman St 1700, Denver, CO 80203

Authority:
Pursuant to Utah Code Ann. §40-6-1 et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-2. The expected producing
formation or pool is the WASATCH Formation(s), completion into any other zones will require filing
a Sundry Notice (Form 9). Completion and commingling of more than one pool will require approval
in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling. 

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the “Board”). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board. 

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:
   • Within 24 hours following the spudding of the well – contact Carol Daniels at 801-538-5284
     (please leave a voicemail message if not available)

API Well No: 43047521140000API Well No: 43047521140000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

-/ MICHAEL R. STYLER

GAR . H BE RT
Exoutim Drotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: Coyote Basin 6-13
API Well Number: 43047521140000

Lease Number: UTU-018073
Surface Owner: FEDERAL
Approval Date: 10/31/2011

Issued to:
ADVANTAGE RESOURCES INC, 1775 Sherman St 1700, Denver, CO 80203

Authority:
Pursuant to Utah Code Ann. §40-6-1et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-2. The expected producing
formation or pool is the WASATCH Formation(s), completion into any other zones will require filing
a Sundry Notice (Form 9). Completion and commingling of more than one pool will require approval
in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling.

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the "Board"). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:

• Within 24 hours following the spudding of the well- contact Carol Daniels at 801-538-5284
(please leave a voicemail message if not



     OR
     submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
     at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:
   • Entity Action Form (Form 6) – due within 5 days of spudding the well
   • Monthly Status Report (Form 9) – due by 5th day of the following calendar month
   • Requests to Change Plans (Form 9) – due prior to implementation
   • Written Notice of Emergency Changes (Form 9) – due within 5 days
   • Notice of Operations Suspension or Resumption (Form 9) – due prior to implementation
   • Report of Water Encountered (Form 7) – due within 30 days after completion
   • Well Completion Report (Form 8) – due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 

API Well No: 43047521140000API Well No: 43047521140000

OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil &



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT
ErecutiveDirector

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R.BAZA
Lieutenant Govemor Division Director

October 31, 2011
Amended November 15, 2011

Advantage Resources
1775 Sherman St 1700
Denver, CO 80203

Subject: Coyote Basin 6-13 Well, 2166' FNL, 2001' FWL, SE NW, Sec. 13, T. 8 South, R. 24
East, Uintah County, Utah

Ladies and Gentlemen:

Pursuant to Utah Code Ann.§40-6-1 et seq., and Utah Administrative Code R649-3-1 et
seq., the Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill
the listed well. This permit is issued in accordance with the requirements of R649-3-2. The
expected producing formation or pool is the Green River Formation(s), completion into any other
zones will require filing a Sundry Notice (Form 9). Completion and commingling of more than
one pool will require approval in accordance with R649-3-22.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the expiration date.
The API identification number assigned to this well is 43-047-52114.

Sincerely,

John Rogers
Associate Director

JR/js
Enclosures

cc: Uintah County Assessor
Bureau of Land Management, Vernal Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utah.gOV OIL, GAS &



Operator: Advantage Resources
Well Name & Number Coyote Basin 6-13
API Number: 43-047-52114
Lease: UTU-018073

Location: SE NW Sec. 13_ T. 8 South R. 24 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:
• Within 24 hours following the spudding of the well - contact Carol Daniels at 801-

538-5284 (please let a voicemail message if not available)
OR
Submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas
website at http://oileas.ogm.utah.gov

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office

(801) 733-0983 after office hours

3. Reporting Requirements
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining, including
but not limited:
• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5* day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board"). In
order to avoid the possibility of waste or injury to correlative rights, the operator is requested,
once the well has been drilled, completed, and has produced, to analyze geological and
engineering data generated therefrom,as well as any similar data fromsurrounding areas if
available. As soon as is practicable after completion of its analysis, and if the analysis
suggests an area larger than the quarter-quarter section upon which the well is located is
being drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing a Request
for Agency Action with the



API Well Number: 43047521140000

FORM 3STATE OF UTAH
DEPARTMENT OF NATURALRESOURCES AMENDED REPORTDIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME andCN EB
sin 6-13

2. TYPE OF WORK
3. FIELD OR WILDCAT

DRILL NEW WELLÊ REENTER P&A WELL DEEPEN WELLI COYOTE BASIN
4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAMEOil Well Coalbed Methane Well: NO COYOTE BASIN (GRRV)
6. NAME OF OPERATOR 7. OPERATOR PHONE

ADVANTAGERESOURCES INC 303 831-1912
8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL

1775 Sherman St 1700, Denver, CO, 80203 bwa@advantage-resources.com
10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUT873 FEDERAL INDIAN STATE FEE FEDERAL INDIAN STATE FEEE
13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT
(if box 12 = "INDIAN') MULTIPLE FORMATIONS

YES (Submit comminglingApplication) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP | RANGE MERIDIAN

LOCATION AT SURFACE 2166 FNL 2001 FWL SENW 13 8.0 S 24.0 E S

Top of Uppermost Producing zone 2166 FNL 2001 FWL SENW 13 8.0 5 i 24.0 E S

At Total Depth 2166 FNL 2001 FWL SENW 13 8.0 5 i 24.0 E S
21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNITUINTAH 475 80

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH(Applied For Drilling or Completed)
MD: 4469 TVD: 44691056

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE5350 UTB 000424 49-2351

Hole, casing, and Cement Information
String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement i Sacks Yield Weight

Surf 12.25 8.625 0 - 500 24.0 J-55 ST&C 8.4 Class G : 210 2.13 12.5
Prod 7.875 5.5 0 - 4469 15.5 3-55 LT&C 9.4 Halliburton Light , Type Unknown i 340 1.94 12.5

Class B | 230 1.25 14.3

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY
TOPOGRAPHICAL MAP

DRILLED)

NAME David Platt TITLE Permit Agent PHONE 303 573-4436

SIGNATURE DATE 10/19/2011 EMAIL david@windmillenergy.net

API NUMBER ASSIGNED APPROVAL es t43047521140000
. I

PermitManager

RECEIVED: October 31,



API Well Number: 43047521140000

ADVANTAGE RESOURCES, 'NC.TBS R24E S.L.B.&M.
Well location, COYOTE #6-13, located os shown inthe SE 1/4 NW 1/4 of Section 13, T8S, R24E,24 25 S.L.B.&M. Uintah County, Utah.

NB951'0J"E - 26J9.6J' (Meas.) S69'44'25"E - 2641.10' (Meos.) E E
BASIS OF ELEVATION

L2
1/2" Brass 1916 2 1/2" Brass 19/6 2 I/2" Prosscan t.2'High cap,o.«'High coca'tt

ed tones BENCH MARK 45EAM LOCATEDIN THE SW-1/4 OF SECTION34, T8S, R24E, S.L.B.&M. TAKEN FROM THE BONANZA,
QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTEQUAD(TOPOGRAPHICMAP) PUBLISHEDBY THE UNITED STATESDEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY, SAIDELEVATION IS MARKEDAS BEING 5350 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

2001 TE p-1J
E/ev. Ungraded Ground = 5442' o

N
016 Brass ca 1916 Bross cop,1.0 High /.7' H/gh,

Scottered Stones

o 'o oo o - o

SCALE

CERTIFICA y
THIS IS TO CERTIFY THAT THE AB D FROMFIELDNOTESOF ACTUALSURVE Y ME O ËMY
SUPERVISIONAND THATTHE S ÑTO THEBEST OF MY KNOWLEDGEAND

is(RED SUR
STRAIl0N NO. 161916 Ðross Cap, 1916' Brass Cop,

S TAM2.O' High, Stee/ 1916 Brass Cop• l.0' High, Pi/e gtpg I.0' H/gh of Stones
so :-- .4NB959'18"W - .?6JZ11' (Meas.)

Ah
N89'59'58"W - 2640.47' (Mees.) UINTAH ENGINEERING & LAND URVEYING

85 SOUTH 200 EAST - VERNAL, UTAH 84078
(435) 789-1017LEGEND:

SCALE DATE SURVEYED: OATE ORAWN:1" = 1000 04-12-11 04-19-11= 90' SYMBOL NAD 83 (59RFACE LOCAllON)
PAftTY REFERENCESLAT1TUDE= 40'07'25.82" (40,123839)PROPOSED WELL HEAD, LONGITUDE- 109°09'53.73"

(109.164925) G.S C.B. J.J. G.L.O. PLATNAD 27 (SURFACELOCATKINÍ WEATHER FILEA = SECTION CORNERS LOCATED LAflTUDE = 40°07'25.94" (40.123872)
LONGITUDE= 109'09'51.30" (109.164250) WARM ADVANTAGERESOURCES,



Form3160-3 APDPMTRCVD RECElVED FORMAPPROVED
(August, 2007)

OMB NO. 1004-0137SEFO6 011UNIÌED STATES Expires:July31,2010

DP ENT OF THE INTERIOR 5. Lease Serial No.BLMBU F LA UTU-018073al Utah 6. If Indian, Allottee or Tribe NameAPPLICATION FOR PERMIT T 1NTER

7. If Unit or CA Agreement,Nameand No.la. Type of Work: DRIL REENTER CoyoteBasin Federal UTU-72085A
8. Lease Name and Well No.

Ib. Type of Well: Oil Well Gas Well O her Single Zone NIuhiple Zone yote #6-13
2. Name of Operator 9. API Well No. ...

Advantage Resources, Inc. Pending
3a. 1775 Shennan St. #1700 3b. Phone No. (include area code) 10. Fieki and Pool, or ExploratoryDenver, CO 80203

303 831-1912 Coyote Basin
4. Location of well (Report location clearly and hr accordance withany Staie requirements *) 11. Sec.,T.,R.,M.,or Blk.and Survey or AreaAt surface

2001' FWL 2166' FNL Sec 13 T8S R24E SEl/4NWl/4
Sec 13 T 8S R 24EAt proposed prod. zone

14. Distance in miles and direction from the nearest town or post office* 12. County or Parish 13. State
39.6 miles Southeast from Vemal, Utah Uintah County Utah
15. Distance fromproposed* 16. No of acres in lease 17. Spacing Unit dedicated to this welllocation to nearest

2125'
propetty or lease line, ft. 120 Sec 13 T8S R24E

klso to nearest drlg. unit line, if any)
18 Distance from proposed location* 19. Proposed Depth 20. BLM/ BIA BondNo. on file

to nearest well, drilling, completed, 1056'
4369'applied for, on this lease, ft. UTB 000424 .

21. Elevations (Show whether DF. RT, GR, etc.) 22. Aproximatedate work will start* 23. Estimated duration

5350' GR 0 KB 9/1/2011 15 days
24. Attachments

The following,completed iti accordancewith the requirements of Onshore Oil and Gas Order No. I shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by existing bond on file(see
2. A Drilling Plan. item 20 above).
3. A SurfaceUse Plan ( if the location is on National Forest SystemLands, th 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). 6. .Such other site specific informationand/ or plans as may be required by the a
authorizúd officer.

2i Si Na (Prin ype Date

Title

ApprovedB ature Name (Printeny Date

Title Office
VERNALRELDOFFICE

Applicationapproval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to
cou,ctoperationsthereon CONDRONSOFAPPROVALATTACHEDions of approval, if any, are attached.

TÌtl 18 U.S.C. Section 1001 and Title 43 U.S.C. Sectiori 1212, make it a crime for any person knowingly and iÏ\fülIÿ ttrmake to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.
(Continued on page 2) * (Instructionson age 2)NOTICEOF



UNITED STATES DEPARTMENT OF THE INTERIOR
s BUREAU OF LAND MANAGEMENT

• • VERNAL FIELD OFFICE
Noena # 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Advantage Resources, Inc. Location: SENW, Sec. 13, T8S, R24E
Well No: Coyote Basin 6-13 Lease No: UTU-018073
API No: 43-047-52114 Agreement:

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

cation Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to: ut vn opreport@blm.gov.

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Ñotice - Within Five (5) business days after new eÏŒegÏnsor
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)
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SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

• All new and replacement internal combustion gas field engines of less than or equal to 300 design-
rated horsepower must not emit more than 2 gms of NOx per horsepower-hour. This requirement
does not apply to gas field engines of less than or equal to 40 design-rated horsepower.

• All and replacement internal combustion gas field engines of greater than 300 design rated
horsepower must not emit more than 1.0 gms of NOx per horsepower-hour.

• Ifthere is an active Gilsonite miningoperation within 2 miles of the well location, operator shall
notifythe Gilsonite operator at least 48 hours prior to any blasting during construction.

• If paleontological materials are uncovered during construction, the operator is to immediately stop
work and contact the Authorized Officer (AO). A determination will be made by the AO as to what
mitigationmay be necessary for the discovered paleontologic material before construction can
continue.

• All production equipment will be painted Covert Green to help blend in with surrounding vegetation.

• On all locations a permanent reference point must be established prior to any reclamation activities.
This reference point helps to establish the criteria for successful reclamation based on the Green
River District Reclamation Guidelines.

• A dikelberm will be constructed completely around those production facilities which contain fluids
(i.e., production tanks, produced water tanks, and/or heat-treating units). It will be constructed of
compacted subsoil, be impervious, hold 110% of the capacity of the largest tank, and be
independent of the back cut.

• The road surface and shoulders will be kept in a safe and usable condition and will be maintained in
accordance with the original construction standards. All drainage ditches will be kept clear. The
existing access road surface and pad area will be kept free of trash during all operations. All traffic
will be confined to the approved disturbed surface area.

• The operator will control noxious weeds and invasive plants along corridors for roads, pipelines,
well sites, or other applicable facilities, througha Pesticide Use Permit (PUP). Allvehicles and
equipment shall be cleaned either through power-washing or other approved method prior to
entering the project area when entering from outside the Uinta Basin. All vehicles, OHVs, and
equipment shall be power-washed after driving througha noxious weed infestation.

• An Interim Surface Reclamation Plan for surface disturbance on the well pads, access roads has
been completed and will be followed for reclamation of the surface. At a minimum, this will include
the Best Management Practice of the reshaping of the pad to the originalcontour to the extent
possible; the re-spreading of the top soil up to the rig anchor points; and, reseeding the unused
area using appropriate reclamation methods as stated in Advantage Resources, Inc.'s reclamation
plan.

• Following well plugging and abandonment, the location, access roads, pipelines, and other facilities
shall be reclaimed. All disturbed surfaces shall be reshaped to approximate the originalcontour;
the top soil re-spread over the surface; and, the surface re-vegetated. The surface of
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staging areas where construction activities did not occur may require disking or ripping and
reseeding.

• All disturbance areas shall be monitored for noxious weeds annually, for a minimumof three
growing seasons following completion of project or until desirable vegetation is established.
Monitoring reports shall include a shapefile (compatible with ArcMap) of all noxious weed species
found. When possible, data shall include cover, size of infestation, and treatment
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DOWNHOLE PROGRAM
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

• Production casing cement shall be brought up and into the surface.

• Surface casing cement shall be brought to surface.

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly adheredto. The following items are emphasized:

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS

• The spud date and timeshall be reported orallyto Vernal Field Office within 24 hours of spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours in
advance of casing cementing operations and BOPE & casinq pressure tests.

• All requirements listed in Onshore Order #2 Ill. E. Special Drilling Operations are applicable for air
drilling of surface hole.

• Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the daily
drilling report. Components shall be operated and tested as required by Onshore Oil & Gas Order
No. 2 to insure good mechanical working order. All BOPE pressure tests shall be performed by a
test pump with a chart recorder and i by the rig pumps. Test shall be reported in the driller's
log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from under
the surface casing and weekly thereafteras specified in Onshore Oil &Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressivelfresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water is
encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLMVernal
Field Office.

• The operator must report encounters of all non oil&gas mineral resources (such as Gilsonite, tar
sands, oilshale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of each
encounter. Each report shall include the well namelnumber, well location, date and depth (from
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or GL) of encounter, vertical footage of the encounter and, the name of the person making the
report (along with a telephone number) should the BLM need to obtain additional information.

• A complete set of angular deviation and directional surveys of a directional well will be submitted to
the Vernal BLMoffice engineer within 30 days of the completion of the well.

• While activelydrilling, chronologic drilling progress reports shall be filed directly with the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers
until the well is completed.

• A cement bond log (CBL) will be run from the production casing shoe to the top of cement and shall
be utilized to determine the bond quality for the production casing. Submit a field copy of the CBL
to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
BLM_UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation must
have prior approval from the BLMVernal Field
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OPERATING REQUIREMENT REMINDERS:

• Allwells, whether drilling, producing, suspended, or abandoned, shall be identified in accordance
with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator, lease serial
number, well number, and surveyed description of the well.

• For information regarding production reporting, contact the Office of Natural Resources Revenue
(ONRR) at www.ONRR.gov.

• Should the well be successfully completed for production, the BLMVernal Field office must be
notifiedwhen it is placed in a producing status. Such notification will be by written communication
and must be received in this office by not later than the fifth business day following the date on
which the well is placed on production. The notification shall provide, as a minimum,the following
informational items:

o Operator name, address, and telephone number.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date wellwas placed in a producing status (date of first production for which royalty will be
paid).

o The nature of the well's production, (i.e., crude oil, or crude oil and casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise the
non-Federal or non-indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.

o Communitization agreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLMVernal Field Office.

• AIIundesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will be
reported to the BLM,Vernal Field Office. Major events, as defined in NTL3A, shall be reported
verbally within 24 hours, followed by a written report within 15 days. "Other than Major Events" will
be reported in writing within 15 days. "Minor Events" will be reported on the Monthly Report of
Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "Well Completion and Recompletion
Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days after completion of
the well or after completion of operations being performed, in accordance with 43 CFR 3162.4-1.
Two copies of all logs run, core descriptions, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, shall be filed on BLM Form 3160-4.
Submit with the well completion report a geologic report including, at a minimum, formation tops,
and a summary and conclusions. Also include deviation surveys, sample descriptions, strip
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted only when requested by the BLM, Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royaltypurposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Office within 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil &Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLMVernal Field Office. If operations are to be suspended for more than 30 days, prior
approval of the BLMVernal Field Office shall be obtained and notification given before resumption
of operations.

• Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water produced
from thiswell for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this officeand in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period will be considered as an Incident of Noncompliance and will be
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or abandoned,
all pits must be fenced immediately until they are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 8/1/2012

FROM: (oldOperator): TO: ( New Operator):
N3580- Advantage Resources, Inc. N3890- Wold Oil Properties, Inc.
1775 Sherman Street, Suite 1700 139 West 2nd Street, Suite 200
Denver, CO 80203 Casper, WY 82601

Phone: 1 (303) 831-1912 Phone: 1 (307) 265-7252

CA No. Unit: Coyote Basin (GRRV)

WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL
NO TYPE STATUS

See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed

1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/24/2012
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/24/2012
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 10/15/2012
4a. Is the new operator registered in the State of Utah: Business Number: 8351065-0143
5a. (R649-9-2)Waste Management Plan has been received on: N/A

5b. Inspections of LA PA state/fee well sites complete on: N/A
5c. Reports current for Production/Disposition & Sundries on: 10/15/2012
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on: N/A
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 10/3/2012
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 10/15/2102
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 10/15/2012
3. Bond information entered in RBDMS on: N/A
4. Fee/State wells attached to bond in RBDMS on: N/A
5. Injection Projects to new operator in RBDMS on: N/A
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 10/3/2012
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTB000513
2. Indian well(s) covered by Bond Number:
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number N/A

3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:

a_OPERATOR FORM A.xls



Advantage Resources, Inc. (N3580) to Wold Oil Properties, Inc. (N3890)
Effective

Well Well
Well Name Sec TWP RNG API Number Entity Lease Type Status
AMERADA GUINAND 1 07 080S 250E 4304720245 11500 Federal WI A
EAST RED WASH FED 4-6 06 080S 250E 4304720261 11500 Federal WI A
COYOTE BASIN 32-6-8-25 06 080S 250E 4304731835 11500 Federal WS A
COYOTE FED 42-6X 06 080S 250E 4304732346 11500 Federal WI A
COYOTE BASIN 7-7 07 080S 250E 4304752111 Federal OW APD
COYOTE BASIN 11-7 07 080S 250E 4304752112 Federal OW APD
COYOTE BASIN 2-13 13 080S 240E 4304752113 Federal OW APD
COYOTE BASIN 6-13 13 080S 240E 4304752114 Federal OW APD
COYOTE BASIN FED 14-13 13 080S 240E 4304752115 Federal OW APD
FEDERAL 14-4 04 080S 250E 4304715678 11500 Federal OW P
COYOTE BASIN 43-12-8-24 12 080S 240E 4304730943 11500 Federal OW P
COYOTE BASIN FED 12-13 13 080S 240E 4304731266 11500 Federal OW P
TXO FEDERAL 1 05 080S 250E 4304731406 11500 Federal OW P
COYOTE BASIN 21-7-8-25 07 080S 250E 4304731673 11500 Federal OW P
FEDERAL 13-13 13 080S 240E 4304732196 11500 Federal OW P
COYOTE FEDERAL 31-7 07 080S 250E 4304732254 11500 Federal OW P
COYOTE FEDERAL 13-7 07 080S 250E 4304732255 11500 Federal OW P
COYOTE FEDERAL 22-7 07 080S 250E 4304732256 11500 Federal OW P
COYOTE FEDERAL 33-5 05 080S 250E 4304732257 11500 Federal OW P
COYOTE 1-12 12 080S 240E 4304720221 11500 Federal OW PA
E RED WASH 1-5 05 080S 250E 4304720174 11500 Federal OW S
E RED WASH FED 1-12 12 080S 240E 4304720207 11500 Federal OW S
E RED WASH FED 1-6 06 080S 250E 4304720208 11500 Federal OW S
E RED WASH FED 1-13 13 080S 240E 4304720222 11500 Federal OW S
COYOTE FEDERAL 21-5 05 080S 250E 4304732260 11500 Federal OW S
COYOTE FEDERAL 13-5 05 080S 250E 4304732261 11500 Federal OW S
TXO FEDERAL 2 05 080S 250E 4304731567 11500 Federal OW TA
COYOTE FEDERAL 12-5 05 080S 250E 4304732253 11500 Federal OW



STATE OF UTAH
RECEWED

FORM 9
DEPARTMENT OF NATURALRESOURCES SEP2 4 2012DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:

See Exhibit B
- - LAÌså 6. IF INDIAN,ALLOTTEE OR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS

7. UNITor CA AGREEMENT NAME:Do not use thisform for proposals to drillnewwells, significantlydeepen existingwellsbelow current bottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELLNAME and NUMBER:OILWELL GAS WELL OTHER See Exhibit B
2. NAME OF OPERATOR: 9. API NUMBER:
WOLD OIL PROPERTIES, INC. N3890 Exhibit B

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
139 W. 2ND ST, STE 200 CASPER W ziP

82601-2462 (307) 265-7252 COYOTE BASIN
4. LOCATION OF WELL

FOOTAGESATSURFACE: BOND # l¿ 000 5~/ 3 COUNTY: UINTAH

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SEE EXH B STATE:
UTAH

« CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING- -- -- - - PLUG AND ABANDON -VENT OR FLARE -
SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF

Date ofwork completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Title:X'
NamSe

a e Print)>( iy
Date: V 9//9 9 / 7

ADVANTAGERESOURCES, INC. #N3580 '
1775 Sherman St, #1700, Denver, CO 80203
(303) 831-1912

NAME (PLEASE PRWT TTE CORPOR CRETARY

(ThisspaceforStateuseonly) APPROVED
OCT15 2012
OtL GAS &MINING(5/2000) (See instructions on Reverse



Exhibit B - Wells
ARI Lease No. StatelBLM

Well Name API Number Twg Rnu Sec Desc Status 80039- Lease No.

Coyote Basin 43-12-8-24 43 047 30943 8 S 24 E 12 NE SE P 80039-003-01 UTU 038797

Coyote Basin Fed 12-13 43 047 31266 8 S 24 E 13 SW NW P 80039-004-01 UTU 018073

Federal 13-13 43 047 32196 8 S 24 E 13 NW SW P 80039-007-01 UTU 67208

Coyote Federal 21-5 43 047 32260 8 S 25 E 5 NENW OGW 80039-009-01 UTU 063597A

E Red Wash 1-5 43 047 20174 8 S 25 E 5 SE NW OGW 80039-009-01 UTU063597A

TXOFederal 1 43 047 31406 8 S 25 E 5 SW NE P 80039-008-01 UTU41376

Coyote Federal 33-5 43 047 32257 8 S 25 E 5 NW SE P 80039-009-01 UTU063597A

Coyote Federal 13-5 43 047 32261 8 5 25 E 5 NW SW OGW 80039-009-01 UTU 063597A

Coyote Federal 31-7 43 047 32254 8 S 25 E 7 NW NE SI 80039-013-01 UTU 020309D

Coyote Basin 21-7-8-25 43 047 31673 8 S 25 E 7 NE NW P 80039-012-01 UTU 41377

Coyote Federal 22-7 43 047 32256 8 S 25 E 7 SE NW P 80039-012-01 UTU 41377

Coyote Federal 13-7 43 047 32255 8 S 25 E 7 NW SW P 80039-012-01 UTU 41377

E Red Wash Fed 1-12 43 047 20207 8 S 24 E 12 SW NE SI 80039-003-01 UTU 038797

Coyote 1-12 43 047 20221 8 S 24 E 12 NE SW P&A UTU 58226

E Red Wash Fed 1-13 43 047 20222 8 S 24 E 13 NE NW SI 80039-004-01 UTU018073

Federal 14-4 43 047 15678 8 S 25 E 4 SW SW P 80039-008-01 UTU41376

Coyote Federal 12-5 43 047 32253 8 S 25 E 5 SW NW SI 80039-009-01 UTU 063597A

TXO Federal 2 43 047 31567 8 S 25 E 5 SENE SI 80039-008-01 UTU41376

ERed Wash Fed 1-6 43 047 20208 8 S 25 E 6 NESE SI 80039-011-01 UTU 0174398

Coyote Fed 42-6X 43 047 32346 8 S 25 E 6 SE NE Inj 80039-011-01 UTU0174398

E Redwash 4-6 43 047 20261 8 S 25 E 6 SW SE Inj 80039-013-01 UTU 020309D

Amerada Guinand 1 43 047 20245 8 S 25 E 7 SW NW Inj 80039-016-01 UTU016271V

Coyote Basin 32-6 43 047 31835 8 S 25 E 6 SW NE Wtr 80039-013-01 UTU020309D

Permitted Wells
Coyote Basin 7-7 43 047 52111 8 S 25 E 7 Permit UTU020309D

Coyote Basin 11-7 43 047 52112 8 S 25 E 7 Permit UTU 41377

Coyote Basin 6-13 43 047 52114 8 S 24 E 13 Permit UTU 018073

Coyote Basin 2-13 43 047 52113 8 S 24 E 13 Permit UTU 038797

Coyote Basin Fed 14-13 43 047 52115 8 S 24 E 13 Permit UTU



STATEOF UTAH FORMS
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINiNG 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU18073

SUNDRYNOTICESAND REPORTS ONWELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CAAGREEMENTNAME:
Do not use this form for proposals to drill newwells,significantlydeepen existingwells below currentbottom-hole depth,reenter plugged wells,or to

drillhorizontallaterals. Use APPLICATIONFORPERMITTODRILLform forsuch proposals. Coyote Basin
i TYPEOF WELL - - 8. WELL NAMEand NUMBER:OIL WELL VJ GAS WELLl..J OTHER

Coyote Basin 6-13
2. NAMEOF OPERATOR: 9. API NUMBER:
Wold OilProperties, Inc. 43-047-52114

3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELDANDPOOLORWILDCAT:
139 W. 2nd St.. Suite 200 CH Casper STATE DP S2601 307-265-7252 Coyote Basin

4 LOCATION OF WELL

FOOTAGESAT SURFACE: 2166' FNL &2001' FWL COUNTE UIntah

QTRIQTR,SECTION,TOWNSHIP,RANGE,MERIDIAN:SENW 13 TSS R24E srATs:
UTAH

CHECKAPPROPRIATEBOXESTO INDICATENATUREOF NOTICE,REPORT, OR OTHER DATA
TYPEOF SUBMISSION TYPEOF ACTION

O ^ciolze O DEEPEN REPERFORATECURRENTFORMATION2 NOTICEOF INTENT
(Submitin Duplicate) O ALTERCASING FRACTURETREAT O SIDETRACKTOREPAIR WELL

Approximate date workwillstart: CASINGREPAIR NEW CONSTRUCTION O TEMPORARILY ABANDON

O CHANGETOPREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

CHANGETUBING PLUGAND ABANDON O VENTORFLARE

O SUBSEQUENTREPORT CHANGEWELLNAME PLUGBACK WKTERDISPOSAL
(SubmitOriginalFormOnly)

O CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOFWELLSI E O OTHER:

O CONVERTWELLTYPE O RECOMPLETE-DIFFERENTFORMATION

12. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS.Clearlyshow allpertinentdetails including dates, depths, volumes,etc.
The operatorshipof thiswell/permithas been transferredfromAdvantage Resources, Inc toWoldOliProperties, Inc.

SG

EE

2

12tion Manager

(This space for State use only) RECElvED

(5/2000) (See Instructionson Reverse Side) Div.Of 01



STATEOF UTAH
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GASANDMINING

Request to Transfer Application or Permit to Drill

(Thisformshouldaccompanya SundryNotice, Form9, requestingAPDtransfer)

Well name: coyoteBasin6-13

API number: 4304752114

Location: sWNE 13 i SS 24E
Company that flied original application: Advantage Resources, Inc.

Date original permit was lesued: 10/31/2011

Company that permit was issued to: Advantage Resources, Inc.

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator
The undersigned as ownerwith legal rights to drillon theproperty, hereby verifies thatthe information as
submitted in thependingApplication for Permit to Drill,remains validand does not require revision. The new
ownerof the applicationaccepts and agreesto the information andprocedures as stated in the application.

/ Transfer approved Application for Permit to Drill to newoperator
The undersigned as owner withlegal rightsto drill on theproperty as permitted,hereby verifies thatthe
information as submittedin thepreviously approved applicationto drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

if located onprivate land, has the ownershipchanged?
If so, has the surface agreement been updated?

Have any wellsbeen drilled in thevicinityof the proposed wellwhich wouldaffect the spacing or siting
requirementsfor this location?
Have therebeen any unitor other agreements put in place thatcouldaffect the permitting or operationof this
proposed well?
Have therebeen any changes to theaccess route including ownershipor right-of-way, whichcouldaffectthe
proposed location?
Has theapproved source of water for drillingchanged?
Have therebeen any physicalchangesto the surface location oraccess route whichwillrequirea change in
plans from what was discussed at theonsite evaluation?
Is bonding stillin place, whichcoversthisproposed well? Bond No. UTB000513

Any desired or necessary changes toeither a pending or approvedApplication for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.

Name (please int) Aaron S. Otteman Tjtig Exploration Manager

Signature Date 09/26/2012

Representing (companyname) Wold OilProperties, inc RECFIVED
The person signingthisformmust have legal authorityto represent thecompanyor individual(s) tobe listed as the Pfè#gerator o Application for
PermittoDrill. ** a

(3/2004) 19. Of 03, Gas&





Application for Permit to Drill
Request for Perrnit Extenolon

Validation
(tNs foimshouldaccompanytheäundryNoticeaquesingpermitextension)

APh aa.447.szii4
WellName: coyotemusine-u
Location: SËNW Sec.13T8S eR24E

Company Permit issued to: Hvantage ne...rees,ine.
Date Original Permit Isaued: iomao11

Theundersignedas OWner withlegal rightstodrillon the property as permitted
above, hereby verifies that the informaflonas submittedin the previously
approvedapplicationtodrill,remainsvalidand does not requirerevision.

Followinqis a checidistof someitems relatedto the application,whichshouldbe
Ÿerified.

Iflocated onprivate land, has theownershipchanged, ifso, has thesurface
agreementbeen updated?YesONoO N/A

Have anywellsbeen drilled in the vicinityoftheproposed wellwhichwouldaffect
the spacingor siting requirements for this location? YesO Nogi

Has therebeen any unitor otheragreements put in place thatcouldaffectthe
permittingoroperationofthis proposed well? YesO NoEl

Have therebeen anychanges to theaccess routeincludingownership,et right-
of-way,which couldaffectthe proposedlocation? YesONoEl

Has the approvedsource ofwaterfor drillingchanged? YesO NoEl

Have there been anyphysical changes tothesurface locationor access toute
whichwillrequire a change in plans fromwhatwas discussed at the oneits
evaluatiort?YesDNoli21

Is bonding stillin place, whichcoversthisproposed well?Yesli2tNoO

Šl n re
.

Date

Title: Exploration Manager

Representing: WoldOil Properties, Inc RECEDIED
Cli 2012

Div.of010 9 &



CONFilENTIAL

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company; WOLD OIL PROPERTIES, INC

Well Name: COYOTE BASIN 6-13

Api No: 43-047-52114 Lease Type FEDERAL

Section 13 Township 08S Range 24E County UINTAH

Drilling Contractor CAPSTAR RIG # 310

SPUDDED:
Date 08/08/2013

Time

How ROTARY

Drilling wi/I Commence:

Reported by RANDY WACH

Telephone # (970) 250-0586

Date 08/09/2013 Signed



RECEIVED: Sep. 03, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-018073 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 COYOTE BASIN (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 COYOTE BASIN 6-13 

2. NAME OF OPERATOR:
 WOLD OIL PROPERTIES, INC

9. API NUMBER:
 43047521140000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 139 West 2nd, Ste 200 , Casper, WY, 82001 303 831-0575  Ext 

9. FIELD and POOL or WILDCAT:
 COYOTE BASIN 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2166 FNL 2001 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 13 Township: 08.0S Range: 24.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

8 /8 /2013

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Jim Baker 303 831-0575

TITLE
 Engineer

SIGNATURE
 N/A

DATE
 9 /3 /2013

September 05, 2013

Sundry Number: 42008 API Well Number: 43047521140000Sundry Number: 42008 API Well Number: 43047521140000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-018073

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. COYOTE BASIN(GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well COYOTE BASIN 6-13

2. NAME OF OPERATOR: 9. API NUMBER:
WOLD OIL PROPERTIES, INC 43047521140000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
139 West 2nd, Ste 200 , Casper, WY, 82001 303 831-0575 Ext COYOTE BASIN

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

2166 FNL 2001 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 13 Township: 08.0S Range: 24.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

8 / 8 / 2 0 1 3 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 05, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jim Baker 303 831-0575 Engineer

SIGNATURE DATE
N/A 9/3/2013

RECEIVED: Sep. 03,



CONFilENTIAL

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company; WOLD OIL PROPERTIES, INC

Well Name: COYOTE BASIN 6-13

Api No: 43-047-52114 Lease Type FEDERAL

Section 13 Township 08S Range 24E County UINTAH

Drilling Contractor CAPSTAR RIG # 310

SPUDDED:
Date 08/08/2013

Time

How ROTARY

Drilling wi/I Commence:

Reported by RANDY WACH

Telephone # (970) 250-0586

Date 08/09/2013 Signed



RECEIVED: Sep. 03, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-018073 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 COYOTE BASIN (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 COYOTE BASIN 6-13 

2. NAME OF OPERATOR:
 WOLD OIL PROPERTIES, INC

9. API NUMBER:
 43047521140000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 139 West 2nd, Ste 200 , Casper, WY, 82001 303 831-0575  Ext 

9. FIELD and POOL or WILDCAT:
 COYOTE BASIN 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2166 FNL 2001 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 13 Township: 08.0S Range: 24.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /3 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Monthly Status Report

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Jim Baker 303 831-0575

TITLE
 Engineer

SIGNATURE
 N/A

DATE
 9 /3 /2013

October 11, 2013

Sundry Number: 42007 API Well Number: 43047521140000Sundry Number: 42007 API Well Number: 43047521140000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-018073

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. COYOTE BASIN(GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well COYOTE BASIN 6-13

2. NAME OF OPERATOR: 9. API NUMBER:
WOLD OIL PROPERTIES, INC 43047521140000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
139 West 2nd, Ste 200 , Casper, WY, 82001 303 831-0575 Ext COYOTE BASIN

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

2166 FNL 2001 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 13 Township: 08.0S Range: 24.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9 / 3 / 2 0 1 3
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Monthly Status Report

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 11, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jim Baker 303 831-0575 Engineer

SIGNATURE DATE
N/A 9/3/2013

RECEIVED: Sep. 03,



RECEIVED: Sep. 03, 2013

Sundry Number: 42007 API Well Number: 43047521140000Sundry Number: 42007 API Well Number: 43047521140000

STATEOFUTAH FORM9
DEPARTMENTOF NATURALRESOLIRCES

DIVISIONOF OIL, GAS AND MINING 6. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-018073

SUNDRY NOTICES AND REPORTS ON WELLS 8 IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use this form for proposals to drillnew wells, significantlydeepen existing wells below currentbottom-hale depth, reenter plugged wells, or (° ÛO OÍ8 BOSindrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL GAS WELL OTHER Coyote Basin 6-13
2. NAMEOF OPERATOR: 9. API NUMBER:

Wold Oil Properties, Inc. 4304752114
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD ANDPOOL OR WILDCAT:
1775 Sherman St, Ste. 1700 Denver

. . CO ,,..80203 (303) 831-0575 Green River
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2166' FNL,200f FWL cOUNTY: Uintah

QTRIQTR.SECTION,TOWNSHIP.RANGE.MERIDFAN: SENW 13 8S 24E S STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CUARENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will start: CASINGREPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG SACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATlONOF WELLSITE OTHER: Monthly Status Report
CONVERT WELLTYPE RECOMPLETE . DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The Coyote Basin 6-13 was spud on 8/8/13. 8-5/8" surface casing was set at 537 and cemented with 385 sxs of class 'G' with
cement returns to surface. A total depth of 4420' was reached on 8/14/13 and 5-1/2" production casing was run in the well and
cemented with a two stage job.

A well service unit was moved onto the well on 8/21/13. The stage tool was drilled out and a cement bond log was run. The
cement top was found at 40' from surface. The Lower Green River formation was perforated from 4154'-4158' and
4230'-4234'. These zones were fracture stimulated on 8/28/13 with 51,100# of 20/40 white sand. Production equipment was
run in the well and the service rig moved out on August 30th.

Today a pumping unit and production tanks are being set on location.

NAME(PLEASE PRINT) JSmeS Bakere T)TLE Engineering Manager

SIGNATURE DATE 9/3/2013

(This space for State use only)

(5/2000) (See Instructions on Reverse



RECEIVED: Oct. 28, 2013

API Well Number: 43047521140000

STATE OF UTAH AMENDEDREPORT Ü FORM 8
DEPARTMENTOF NATURALRESOURCES (highlight Changes}

DIVISIONOF OIL, GAS AND MINING 6. LEASE DESIGNATIONANDSERIALNUMBER:
UTU-018073

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG NA

1a TYPE OF WELL
LL

ESLL DRY OTHER UNITorCA AGREEMENT NAME

Coyote Basin
b. TYPE OF WORK: 8 WELL NAMEand NUMBER:

NWE HORZ. EP-
TRY

EFSFŸR.
OTHER Coyote Basin 6-13

2 NAMEOFOPERATOR: 9 APINUMBER:
Wold Oil Properties, Inc. 4304752114

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT
139 W 2nd St, Suite 200 CITY Casper sTxte WY ze82601 (307) 265-7252 Green River

4. LOCATIONOF WELL (FOOTAGES) 11. QTRIQTR. SECTION. TOWNSHIP, RANGE,
MERID]AN

ATSURFACE: 2166' FNL, 2001' FWL SENW 13 8S 24E
AT TOP PRODUCINGINTERVALREPORTED BELOW: 2166' FNL, 2001' FWL

AT TOTAL DEPTH: 2166' FNL,2001' FWL " contNTh
UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATECOMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL}

8/8/2013 8/14/2013 9/7/2013 ABANDONED READYTOPRODUCEZ5448'KB
18. TOTAL DEPTH: MD 4,421 19. PLUG BACKT.D.: Mo 4,364 20. IF MULTIPLECOMPLETIONS,HOW MANY?• 21 DEPTH SRIDGE MO

NA PLUGSET:
Tvo 4,421 TVD 4,364 TVD

22 TYPE ELECTRIC ANDOTHER MECHANICALLOGS RUN (Submlt copy of each) 23.

Neutron/Density, Resistivity, Triple Combo, CBL/GRICCL WASWELLCORED? NO YES (Submbnay

WAS DST RUN? NO YES {Submitreport)

DIRECTIONALSURVEY? NO YES (submitcopy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WElGHT (#lft.) TOP (MD) BOTTOM(MD) STAGE CPEMHENTERCNE NFSACKES
VOL

UM
88L) CEMENT TOP ** AMOUNTPULLED

12-1/4 8-5/8 J-55 24 0 537 'G' 385 82 Surface
7-7/8 5-1/2 J-55 15.5 0 4,421 1,053 Poz 640 170 40'

26. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)
2-7/8 4.142

26, PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(ToplBot - MD) SIZE NO.HOLES PERFORATION STATUS

(A) Green River 4,154 4,234 4,154 4,234 4,154 4,157 10 open squeezed
(e) 4,230 4,234 12 open saueezed
(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

WASWELL HYDRAULICALLYFRACTURED? YES NO IF YES - DATE FRACTURED 8/28/2013
DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

4154'-4234' 51,111#20/40 white sand, 3830 gal 15% HCL acid, 8232 gal treated water. 18,325 malnelledwater

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRPCAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY
ProducingSUNDRY NOTICE FOR PLUGGING ANDCEMENT VERIFICATION CORE ANALYSIS OTHER:

(6/2013) (CONTINUED ON



RECEIVED: Oct. 28, 2013

API Well Number: 43047521140000

31. [NITIALPRODUCTION INTERVALA (As shown in Item #26]

DATE FIRST PRODUCED: TEST DATE HOURS TESTED TEST PRODUCTION OIL - BBL: GAS - MCF WATER - BBL: PROD. METHOD:

9/7/2013 9/11/2013 24 RATES: - 30 32 rod pump
CHOKE SIZE: TBG. PRESS CSG. PRESS. API GRAVETY BTU-GAS GASIOILRATIO 24 HR PRODUCTION OiL - BBL: GAS - MCF: WATER - BBL: 1NTERVALSTATUS:

41.70 RATES: 30 32
1NTERVALB (As shown In item #26)

DATE FIRST PRODUCED. TEST DATE HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: *

CHOKE SIZE TBG PRESS CSG.PRESS. PI GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES e

INTERVALC (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:
RATES: *

CHOKE SIZE: TBG PRESS CSG. PRESS. PI GRAVITY BTU -GAS GAS/OIL RATIO 24 HR PRODUCTION OlL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS
RATES: *

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: *

CHOKE SI2E: TBG PRESS CSG PRESS. PI GRAVITY BTU -GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS
RATES

32. DISPOSITION OF GAS(Sald, Used for Fuel, Vented, Etc.)

Used for fuel
33. SUMMARYOF POROUS ZONES(Include Aqulfers): 34. FORMATION(Log) MARKERS:

Show allimportant zones ofporosity and contents thereof: Cored intervals and alldrill-stem tests, including depth interval tested,
cushionused, timetoolopen,flowingand shut-inpressures and recoveries.

Formation Descriptions. Contents, etc. Name (Measu
edp

Depth)

Coyote zone 4,150 4,256 pay zone for field (oil productive) Ostracod Limestone 4,026
Wasatch 4,350

35. ADDITIONALREMARKE(Include plugg ng procedure)

36. I hereby certify thatthe foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASEPRINT) JameS Baker TITLE Engineering Manager

SIGNATURE a t DATE 10/28/2013

This report must be submitted within 30 days of
• Completing or plugging a new well e reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore e significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top - Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL),temperaturesurvey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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